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There’s a unique charm in the warmth and elegance that wood brings to any décor, especially when incor-
porated into lighting. Lightway presents both pendant and flush-mounted ceiling fixtures that beautifully 
embody this concept. These fixtures are available with either a semi-translucent or non-translucent side 
diffuser, catering to diverse aesthetic preferences and functional design needs.



Type:

Job Name:

LCLH-WOODS

Construction:
•	 Faux wood side diffuser, available with non-translucent 

or semi-translucent lens options, designed to suit a 
variety of aesthetic and functional design intents.  

•	 By default, this fixture offers an assortment of arrays 
configured downward-facing on a shared chassis. For 
tailored distribution options, please contact the factory.

•	 Bottom Diffuser is a White Textured Acrylic 
•	 The canopy and housing are constructed from durable 

steel and feature a sleek powder-coated finish for added 
protection and style with and Acrylic lens.

Light Source:
•	 LED
•	 Incandescent socket base 

Notes:
•	 Mounting Kit Included for standard J-box
•	 Multiple canopy and stem options available. 
•	 Custom overall heights available
•	 Build America, Buy America Act Compliant
•	 UL and CUL listed DAMP location
•	 LED Array

•	 Replaceable Module 
•	 CRI > 90
•	 Dimming (10% or 1%)
•	 Universal 120/277 volt standard 

28435 Industry Drive., Valencia, California 91355
800-325-4448 /661-257-0286• fax 800-323-2346 /661-257-0201

www.lightwayind.com • sales@lightwayind.com

Revision: 01/20/2026

For ceiling flush 
mount fixture, please 
see the LCLC-WOODS

DIFFUSER OPTIONS

Bamboo Maple Teak Walnut



Kelvin Finish Side Diffusers Options
1 2700K
2 3000K
3 3500K
4 4000K
5 5000K

See Finish 
Options Page 5 

Maple
DV1 Opaque Maple
DT1 Semi-Translucent
Maple

Bamboo
DV2 Opaque Bamboo
DT2 Semi-Translucent
Bamboo

Teak
DV3 Opaque Teak
DT3 Semi-Translucent 
Teak

Walnut
DV4 Opaque Walnut
DT4 Semi-Translucent
Walnut

            (Suspension Systems)
           Please list Over All Height
1S15 -Single Stem 15 degree swivel
1SLM45 -Single Stem 45 degree swivel
4AC-(4) Aircraft Cable
3AC -(3) Aircraft Cable

DIM LED dimming driver (0 - 10v)  
DIMLD Line Voltage /TRIAC/ELV/120v
ES   Energy Star listed components
T24   Title 24/JA8 Compliant
            (F1O, F1P & F1Q configuration only)
 
 OCCHFA   Concealed Occupancy Sensor
See Sensor Resource Sheet

        Battery Backup Options
         (Available with 0-10v  only)
BB10  10 Watts (1170lm) for 90-Minutes

Example: LCLH-15-LED-F1K-4-W2-DV2-1SLM45-12”OAH-DIM

LED BASED ORDERING INFORMATION

LCLH-WOODS

STEM OPTION -1S15 STEM OPTION -1SLM45

STEM OPTION -Aircraft 
Cable with Cord-(3AC-xSJ)

STEM OPTION -Aircraft 
Cable with Cord-(4AC-xSJ)
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LCLH

Size LED

Watts Source 
Lumens Dimming Energy 

Star

12-LED F1H 9 1400 0-10v YES

F1O 10 863 TRIAC/ELV YES

F1P 15 1361 TRIAC/ELV YES

15-LED F1K 13 2115 0-10v YES

F1P 15 1361 TRIAC/ELV YES

F1Q 23 2057 TRIAC/ELV YES

19-LED L1A 36 4000 0-10v NO

F1Q 23 2057 TRIAC/ELV YES

24-LED L1A 36 4000 0-10v NO

30-LED O4C 36 4840 0-10v NO

36-LED O8C 72 9680 0-10v NO

O12C 107 14520 0-10v NO

O12C 107 14520 0-10v NO

A

B

DIM ‘A’ DIM ‘B’ OAH

LCLH-12 12.25” 4.5” 12”

LCLH-15 15” 4.5” 12”

LCLH-19 19” 5.25” 12”

LCLH-24 24” 8” 15”

LCLH-30 30” 8” 24”

LCLH-36 36” 8” 24”



Kelvin Finish Side Diffusers Options
NL 

Lamps 
provided 
by others

See Finish 
Options Page 5 

Maple
DV1 Opaque Maple
DT1 Semi-Translucent
Maple

Bamboo
DV2 Opaque Bamboo
DT2 Semi-Translucent
Bamboo

Teak
DV3 Opaque Teak
DT3 Semi-Translucent 
Teak

Walnut
DV4 Opaque Walnut
DT4 Semi-Translucent
Walnut

            (Suspension Systems)
           Please list Over All Height
1S15 -Single Stem 15 degree swivel
1SLM45 -Single Stem 45 degree swivel
4AC-(4) Aircraft Cable
3AC -(3) Aircraft Cable

CF - Center Finial

Example: LCLH-36-8E26-NL-W2-DV2-1SLM45-24”OAH

INCANDESCENT BASED ORDERING INFORMATION

LCLH-E26

STEM OPTION -1S15 STEM OPTION -1SLM45

STEM OPTION -Aircraft 
Cable with Cord-(3AC-xSJ)

STEM OPTION -Aircraft 
Cable with Cord-(4AC-xSJ)
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LCLH

A

B

DIM ‘A’ DIM ‘B’ OAH

LCLH-12 12.25” 4.5” 12”

LCLH-15 15” 4.5” 12”

LCLH-19 19” 5.25” 12”

LCLH-24 24” 8” 15”

LCLH-30 30” 8” 24”

LCLH-36 36” 8” 24”

NL

Size Socket

Watts Source 
Lumens Dimming Energy 

Star

12 2E26 TRIAC/ELV

15 2E26 TRIAC/ELV

19 3E26 TRIAC/ELV

24 4E26 TRIAC/ELV

30 8E26 TRIAC/ELV

36
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